J - SUPERTRACK MARINE SATCOMS

Equipped with the state of the art KNS 3 axis servo stabilization system and the
built-in GPS, the S-Series outperforms all other TVRO systems in the market today.
Larger S-Series antennas providing stronger signal acquisitions are available for
more efficient performance in any condition.

S_SERIES Ku - Band Communication

S-Series Antenna Radome

S4 1 ABS Plastic
S$6/58/S10/S12: Honeycomb FRP

Gyro Free Operation Capability

Plug & Play

KA-165 Antenna Control Unit
:S10/S12

Gyro Interface : NMEA 0183, Synchro, Step by step

Size : 19" Rack 1U Size

Input Power

S10/S12 /518 /524 : 100~ 120V AC/ 200~240V AC,
50/60Hz, 8A/4A

Output Power
S10/S12/S18/S24:48V DC, 4.18A
External I/O : RS232C, Mini USB

KA-75 Antenna Control Unit : S4/S6/S8

DISEgC 1.2 Function E
Gyro Interface : NMEA 0183 —
Size : 253 X 175 X 44mm

Input Power : 100 ~ 240V AC, 50/60Hz, 2.8A
Output Power : 24V DC, 4.17A

External I/O : Mini-USB

oy &



S_SER]ES Ku - Band Communication

KU-BAND

Dish Diameter

Antenna Dimension

Antenna Weight

Frequency

Minimum EIRP

Operating Platform

Skew Control

Elevation Angle

Unlimited azimuth

Cross Angle

Ship Motion

Brake
Temperature
Humidity

Certification /Qualification

Radome

\Y!

45cm
67cm(D) X 69cm(H)
25kg

10.75 ~12.75 GHz

48dBW

3-Axis

Automatic

-20° to +95°

640°

+35°

Roll: +20° at 8-12 sec periods
Pitch: £10° at 6-12 sec periods
Yaw: £8° at 15-20 sec periods

N
-20°Cto +55°C
Up to 100% @ 40°C

EN60945

Plastic

Se6

61cm

85cm(D) X 84cm(H)

38kg

10.75 ~ 12.75 GHz

46dBW

3-Axis

Automatic

-15° to +95°
640°
+35°

Roll: +£20° at 8-12 sec periods
Pitch: £10° at 6-12 sec periods
Yaw: £8° at 15-20 sec periods

N

-20°Cto +55°C

Up to 100% @ 40°C

EN60945

Honeycomb

Ss

85cm
113cm(D) X 117cm(H)
57kg
10.75 ~ 12.75 GHz
44dBW
3-Axis
Automatic
-10°to +100°

640°

+35°

Roll: +24° at 8-12 sec periods
Pitch: +14° at 6-12 sec periods
Yaw: £8° at 15-20 sec periods

N
-20°C to +55°C
Up to 100% @ 40°C

EN60945

Honeycomb

*Specifications subject to change without notice

KU-BAND

Dish Diameter

Antenna Dimension
Antenna Weight

Frequency

Minimum EIRP

Operating Platform

Skew Control

Elevation Angle

Unlimited azimuth

Cross Angle

Ship Motion

Brake
Temperature
Humidity
Certification /Qualification

Radome

S10
100cm
144cm(D) X 152cm(H)
90kg
10.75 ~ 12.75 GHz
43dBW
3-Axis
Automatic
-20°to +105°
Unlimited
+35°

Roll: +24° at 8-12 sec periods
Pitch: £14° at 6-12 sec periods
Yaw: £8° at 15-20 sec periods

N
-20°C to +55°C
Up to 100% @ 40°C

EN60945

Honeycomb

SUrPERTRACK MARINE SATCOMS

S12

120cm

161cm(D) X 163cm(H)

105kg >
10.75 ~ 12.75 GHz S
40dBW -
3-Axis |
—
T
Automatic ==
| 4
20°to +110° f‘s
Unlimited | 4

-
+35° ?‘
= — N

Roll: +24° at 8-12 sec periods
Pitch: £14° at 6-12 sec periods
Yaw: £8° at 15-20 sec periods

N
-20°C to +55°C
Up to 100% @ 40°C

EN60945

Honeycomb

*Specifications subject to change without notice




