


K_sERIES Ku - Band Communication

KU-BAND K4 Ks K1 

Dish Diameter 39cm 45cm 61cm 

Antenna Dimension 47cm(D) X 50cm(H) 51 cm(D) X 53cm(H) 67cm(D) X 69cm(H) 

Antenna Weight 9kg 11.5kg 20.6kg 

Frequency 
10.75 - 12.75 GHz 10.75 - 12.75 GHz 10.75 - 12.75 GHz 

Minimum EIRP 50dBW 48dBW 46dBW 

Operating Platform 3-Axis 3-Axis 3-Axis

Skew Control Automatic Automatic Automatic 

Elevation Angle -10° to +85° -10° to +85° 

-10° to +85° 

Unlimited azimuth 690° 690° 

690° 

Cross Angle 
± 35° ± 35° 

± 35° 

Roll: ±25° at 8-12 sec periods Roll: ±25° at 8-12 sec periods Roll: ±25° at 8-12 sec periods 
Ship Motion Pitch: ±15° at 6-12 sec periods Pitch: ±15° at 6-12 sec periods Pitch: ± 15° at 6-12 sec periods 

Yaw: ±8° at 15-20 sec periods Yaw: ±8° at 15-20 sec periods Yaw: ±8° at 15-20 sec periods 

DiSEqC DisEqc 1.2, 22KHz tone, Direct TV DisEqc 1.2, 22KHz tone, Direct TV DisEqc 1.2, 22KHz tone, Direct TV 

Temperature -20°( to +55°( -20°( to +55°( -20°( to +55°(

Humidity Up to 100%@ 40°c Upto 100%@40°C Up to 100%@ 40°C 

Certification /Qualification EN60945 EN60945 EN60945 

Radome Plastic Plastic Plastic 




